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 WARNING
Prior to beginning any service work disengage 
the blow function, park the machine on a flat, 
level surface, disengage drive functions, engage 
the parking brake, turn off the engine, wait for all 
moving parts to stop, and disconnect the spark 
plug wire(s).
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1. Use the adjustment knobs (A) to lower the deflector 
paddles (B). Locate the Drill Template (C, Figure 1). 
Line up the drill template on the discharge chute, and 
drill three holes to mount the accessory kit. If holes 
are already present, proceed to Step 2.

2. Assemble and install the first accessory bracket (A, 
Figure 2). First, install eyebolt (B) onto bracket (A). 
Thread the eyebolt completely, all the way into the 
bracket, and secure with nuts (C). Then, uninstall bolt 
(F), washer (G), and nut (H) from the existing chute 
assembly. Install bracket (A) to the unit’s main frame 
using bolt (D) and nut (E). Finally, thread bolt (F) with 
washer (G) through Bracket A, and secure to the 
chute with nut (H).

A B

C

1

A

B

C

C

D

E

F G

H

2

3. Install the second accessory bracket (A, Figure 3) 
using the newly drilled holes from Step 1. Use the 
hex-head bolts (B) and nuts (C) to secure the bracket 
to the discharge chute. If holes are pre-drilled and 
square-shaped, use the carriage bolts included in the 
kit instead of hex-head bolts.
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Forward Discharge Elbow KitInstallation Instructions
4 . Assemble the accessory forward discharge elbow. 

First, install the rubber spacers (B, Figure 4) to the 
chute frame (A) and secure with nuts (C). Then, install 
the eyebolt (D) to the chute frame (A). Do not thread 
the eyebolt completely, all the way into the chute 
frame. Leave some slack for the extension spring. 
Secure with nuts (E). 

  Install bracket (F) on the chute frame (A). Secure with 
bolts (G), washers (H), and nuts (I). Finally, install the 
adjustment knob (K) onto chute frame (A) and bracket 
(F). Secure knob with bolt (J), washers (H), and nut 
(I).  
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5 . Install the assembled accessory forward discharge 
elbow (A, Figure 5) onto the accessory bracket. 
Secure the forward discharge elbow to the bracket 
with shoulder bolts (B) and nuts (C). 
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6. Install the extension spring (A, Figure 6). First, hook 
one end of the spring onto the eyebolt (B, Figure 
2) installed on the first accessory bracket in Step 2. 
Then, hook the other end of the spring to the eyebolt 
(D, Figure 4) installed on the chute frame in Step 4. 
Then, thread the eyebolt (D, Figure 4) all the way into 
the chute frame to tension the spring.
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Note: Use knob (K, Figure 4) to adjust the forward 
discharge elbow before, during, and after use. Be 
sure to always disengage blow function and engage 
the parking brake before stepping off the operator 
platform to make deflector adjustments. 


